KINGSPAN KS1000 RW COMPOSITE
ROOF CLADDING SYSTEM COLOUR
HPS 200 ALBATROSS

GALVANISED METAL GUTTER
(OVERFLOW AS REQUIRED)
BY CLADDING SUBCONTRACTOR

PRESSED METAL FACIA SECRET FIXED
COLOUR: PRISMA ZEUS METALLIC DARK GREY

HORIZONTALLY LAID SINUSOIDAL
INSULATED PROFILED STEEL CLADDING

PRESSED METAL BULL NOSE
SECRET FIXED 250mm RADIUS

— COLOUR: PRISMA ZEUS METALLIC
DARK GREY

SOFFIT LINED WITH 0.7mm FLAT
METAL SHEET PPC FINISH
COLOUR: PRISMA ZEUS METALLIC

DARK GREY

HORIZONTALLY LAID SINUSOIDAL
INSULATED PROFILED STEEL CLADDING

COLOUR: PRISMA GREY ALUMINIUM RAL 9007
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CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED \

TRANSLUSCENT GLASS / BLUE LAMINATED GLASS PANELS |

(SEE ELEVATION DRAWING FOR LOCATION OF THESE |
DIFFERENT TYPES OF GLAZING) IN POWDER COATED |

ALUMINIUM CURTAIN WALLING SYSTEM. COLOUR |

|

|
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|
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|

CHARCOAL GREY RAL 7015.

COMPOSITE FLAT METAL PANEL IN PPC
ALUMINIUM CURTAIN WALLING SYSTEM .

ARMSTRONG PRIMA DUNE SUPREME
600X600MM TILES WITH TEGULAR ED

ON A GLOBAL WHITE T WITH
SHADOWLINE PERIMETER TRIM

COLOUR: PRISMA GREY ALUMINIUM RAL 9007
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MARGIN

KINGSBURY SMOOTH CREAM BRICKWORK

CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED

COLOUR PRISMA SILVER METALLIC RAL 9006

TRANSLUSCENT GLASS / BLUE LAMINATED GLASS PANELS
(SEE ELEVATION DRAWING FOR LOCATION OF THESE
DIFFERENT TYPES OF GLAZING) IN POWDER COATED
ALUMINIUM CURTAIN WALLING SYSTEM. COLOUR
CHARCOAL GREY RAL 7015.

COMPOSITE FLAT METAL PANEL IN PPC
ALUMINIUM CURTAIN WALLING SYSTEM .

CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED
TRANSLUSCENT GLASS / BLUE LAM|NATED GLASS PANELS
(SEE ELEVATION DRAWING FOR LOCATION OF THESE
DIFFERENT TYPES OF GLAZING) IN POWDER COATED
ALUMINIUM CURTAIN WALLING SY$TEM. COLOUR
CHARCOAL GREY RAL 7015.

COMPOSITE FLAT METAL PANEL IN PPC
ALUMINIUM CURTAIN WALLING SYSTEM .
COLOUR PRISMA SILVER METALLIC RAL 9006

COLOUR PRISMA SILVER METALLIC RAL

CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED
TRANSLUSCENT GLASS / BLUE LAMINATED GLASS PANELS
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(SEE ELEVATION DRAWING FOR LOCATION OF THESE
DIFFERENT TYPES OF GLAZING) IN POWDER COATED
ALUMINIUM CURTAIN WALLING SYSTEM. COLOUR

GHARCOAL GREY RAL 7015.
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GROUND BEAM AND CONCRETE SLAB

TO SE DETAILS

| 1:50 | |
\ [ \
KINGSPAN KS1000 RW COMPOSITE PRESSED METAL BULL NOSE
ROOF CLADDING SYSTEM COLOUR SECRET FIXED 250mm RADIUS
HPS 200 ALBATROSS —~——  COLOUR: PRISMA ZEUS METALLIC
DARK GREY
GALVANISED METAL GUTTER L —
(OVERFLOW AS REQUIRED) SOFFIT LINED WITH 0.7mm FLAT
BY CLADDING SUBCONTRACTOR METAL SHEET PPC FINISH
COLOUR: PRISMA ZEUS METALLIC
DARK GREY
n
PRESSED METAL FACIA SECRET FIXED E HORIZONTALLY LAID SINUSOIDAL
COLOUR: PRISMA ZEUS METALLIC DARK GREY L] INSULATED PROFILED STEEL CLADDING
= COLOUR: PRISMA GREY ALUMINIUM RAL 9007
HORIZONTALLY LAID SINUSOIDAL =
INSULATED PROFILED STEEL CLADDING -
COLOUR: PRISMA GREY ALUMINIUM RAL 9007 ; = KINGSBURY SMOOTH CREAM BRICKWORK
[—
[
} e CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED
[—
CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED — TRANSLUSCENT GLASS / BLUE LAMINATED GLASS PANELS
| = (SEE ELEVATION DRAWING FOR LOCATION OF THESE
TRANSLUSCENT GLASS / BLUE LAMINATED GLASS PANELS N N _—
\ =~ o DIFFERENT TYPES OF GLAZING) IN POWDER COATED
(SEE ELEVATION DRAWING FOR LOCATION OF THESE | ? N = ALUMINIUM CURTAIN WALLING SYSTEM. COLOUR
DIFFERENT TYPES OF GLAZING) IN POWDER COATED | Ka — CHARCOAL GREY RAL 7015 :
ALUMINIUM CURTAIN WALLING SYSTEM. COLOUR | / N E :
CHARCOAL GREY RAL 7015. } o _ i / :E
— e
3 T
| - E PLATFORM LIFT
\ / — FOR SETTING OUT REFER TO DRG. 2716/EL/265
‘ L
‘ - 4 E COMPOSITE FLAT METAL PANEL IN PPC
COMPOSITE FLAT METAL PANEL IN PPC ‘ LS -
‘ T . T T ALUMINIUM CURTAIN WALLING SYSTEM .
ALUMINIUM CURTAIN WALLING SYSTEM . = COLOUR PRISMA SILVER METALLIC RAL 9006
COLOUR PRISMA SILVER METALLIC RAL 9006 ‘ -
| ﬂ‘ E CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED
il ] E= TRANSLUSCENT GLASS / BLUE LAMINATED GLASS PANELS
| = ‘ (SEE ELEVATION DRAWING FOR LOCATION OF THESE
| 1 ) DIFFERENT TYPES OF GLAZING) IN POWDER COATED
\ :E ALUMINIUM CURTAIN WALLING SYSTEM. COLOUR
b N E= CHARCOAL GREY RAL 7015.
RN [—
CURTAIN WALLING. CLEAR ANTI-SUN GLASS / LAMINATED } > :E
TRANSLUSCENT GLASS / BLUE LAMINATED GLASS PANELS
(SEE ELEVATION DRAWING FOR LOCATION OF THESE | N N =
DIFFERENT TYPES OF GLAZING) IN POWDER COATED \ ] N m— PAINTED PLASTERBOARD PANEL TO
ALUMINIUM CURTAIN WALLING SYSTEM. COLOUR | - E CLOSE GAP BETWEEN TOP OF FRAME
CHARCOAL GREY RAL 7015. | N N = AND CEILING & FRAME AND WALL
| / — PAINTED DOVE WHITE
. by I = PLASTERBOARD TO EXTEND 150MM
\ / J — INTO CEILING VOID TO ALLOW FIXING
COMPOSITE FLAT METAL PANEL IN PPC \ / E OF CEILING TRIM
ALUMINIUM CURTAIN WALLING SYSTEM . ‘ L =
COLOUR PRISMA SILVER METALLIC RAL 9006 | / / 0
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/02y OFFICE9 REFERENCE PLAN

NOTES:

SUBJECT TO STATUTORY CONSENTS

SUBJECT TO SURVEY

BASED ON OS MAP REPRODUCED BY PERMISSION OF
CONTROLLER OF HM STATIONARY OFFICE (c) CROWN
COPYRIGHT

COPYRIGHT RESERVED

DO NOT SCALE THIS DRAWING

DO NOT USE ELECTRONIC VERSIONS OF THIS DRAWING TO
DETERMINE DIMENSIONS UNLESS SPECIFICALLY
AUTHORISED BY MICHAEL SPARKS ASSOCIATES

IF USING AN ELECTRONIC VERSION OF THIS DRAWING

FIGURED DIMENSIONS TAKE PRECEDENCE AND NOTIFY
MICHAEL SPARKS ASSOCIATES OF ANY DISCREPANCIES

NOTE:

PROVIDE ONE HOUR FIRE PROTECTION TO
UPPER FLOORS CONSTRUCTION AND ONE
HOUR FIRE PROTECTION TO SUPPORTING
STRUCTURE.

COMPLY WITH ALL PARTS OF APPROVED
DOCUMENTS IN PARTICULAR PART B, PART L2
AND PART M.

ENSURE SEALING OF ALL JUNCTIONS TO COMPLY WITH PART L.

NOTE:

U-Values ROOF AND WALL CLADDING TO BE DESIGNED BY SPECIALIST

Roof: 0.25 CONTRACTOR.

Floors: 0.25 CLADDING DETAILS TO BE READ IN CONJUNCTION WITH THE

Walls: 0.35 SPECIFICATION AND ALL RELEVANT BRITISH STANDARDS.

Glazing: 1.50 INCLUDE VAPOUR BARRIER TAPE AROUND ALL OPENINGS AND
JUNCTIONS.

ALL DIMENSIONS TO BE CHECKED ON SITE.
STEEL COLUMN SIZES TO BE CONFIRMED AND TOLERANCES TO BE AGREED.

AS BUILT

THIS "AS-BUILT" DRAWING IS BASED ON INFORMATION
SUPPLIED TO MICHAEL SPARKS ASSOCIATES BY MC LAREN
CONSTRUCTION AND INCORPORATES INSTRUCTIONS AND
OTHER DESIGN INFORMATION GIVEN TO MC LAREN
CONSTRUCTION DIRECTLY BY OTHERS

A 25.03.2009 Refer to sub—contractors drawings for specialist JH NSC
details
This supercedes drawing no: 2716/RE/364 rev.H
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